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FACT SHEET            SEPTEMBER 2004
 
 
DESCRIPTION: Maintenance Dredging in FY 2003. 
 
AUTHORIZATION: Authorized by the Rivers and Harbors Act of 1902 and subsequently modified by the 
Rivers and Harbors Acts of 1935 and 1962.  The existing navigation project in Flushing Bay and Creek, New 
York provides for a bay channel with a depth of 15 feet MLW; a creek channel with a depth of 15 feet MLW 
from the bay channel to the Van Wyck Expressway Bridge; an irregularly shaped maneuvering area 15 feet 
deep MLW; and an anchorage basin with a depth of 6 feet MLW. 
 
STATUS:  Maintenance dredging was last completed in FY03 for the portions of the creek channel during 
September 2003. Approximately 43,000 cubic yards of material was dredged and placed at the Fountain Avenue 
Landfill for beneficial use.    
 
Efforts in fiscal year 2004 will focus on closeout of the prior year contract. In addition, a condition survey will 
be conducted in Spring 2004, areas of shoaling will be identified and engineering and design for future 
maintenance work may commence.  
 
 
CONTACT:  Joe Olha, Project Manager, (212) 264-5621,                                            
                      mailto:joseph.olha@usace.army.mil 
                      U.S. Army Corps of Engineers, New York District 
                      26 Federal Plaza 
                      New York, NY 10278    
                      http://www.nan.usace.army.mil 
                      District Area: NY # 7 
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